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MANUAL CHANGES NOT AUTHORIZED REVISIONS
REV. DESCRIPTION DATE RELEASED BY
NC | INITIAL RELEASE 5-j0-0r] B .Ts
MOUNTING PLATE
SPECIFICATIONS:
FREQUENCY: 0.5 - 8.0 GHz
INSERTION LOSS: 05-4.0 GHz 1.5 dB MAX
4,0-8.0 GHz 21 dB MAX
VSWR: 2.0:1 MAX
ISOLATION: 60 dB MIN
SWITCHING SPEED: 75nSEC
CONTROL:
TTL LOW - INSERTION LSS
TTL HI — ISOLATION
TEMPERATURE:
OPERATING: =-54°¢ TO +100° C
STORAGE: -54° TO +100° C
0935
BIAS CONDITIONS: +5V @ 100 mA MAX
-15V @ 30 mA MAX
—.125
QTY | FSCM PART OR NOMENCLATURE MATERIAL
ITEM | gEQ'D| No. | IDENTIFICATION No. OR DESCRIPTION SPECIFICATION

PARTS LIST

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:

FRACTIONS DECIMALS ANGLES
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XXt o10 APPROVALS DATE | TITLE:
MATERIAL: DRAWN: DS RENFROW |05-09-05
e DUTLINE FOR DJR0OS80-001
pree— MAT. & PROCESSES
603-0004-001 | DJROS80-001 o SIZE | FSCM NO. DWG NO. REV
LIST OF MAT'L USED ON B 1CY6ER 605-0657-001 NC
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